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BFCH115 Contract Herringbone

ENGINEERED

PRODUCT DESCRIPTION

Code BFCH115

Range Contract

Construction Engineered

Board Type Multi Ply

Wear Layer 4mm European Oak

Grade Character

Surface Type Smooth

Surface Finish Smoked UV Oiled

Core Layer 10mm Poplar/Eucalyptus

Board Size Width: 90mm
Length: 450mm

Pack Coverage 2.592m?

Joint Type Tongue and Groove

Edge Profile

Brooksfloor

Blackwater Place The Causewayl Maldon | Essex CM94GG
Phone: 01621 877431 Email: brooksfloor@brookstimber.co.uk

Bevel to four sides

MULTI-PLY | EUROPEAN OAK SMOKED UV OILED

TECHNICAL INFORMATION
Installation Methods
Country of Manufacture

UKTR
(UK Timber Regulation)

UKCA
(UK Conformity Assessment)

Tolerances

UFH (Underfloor Heating)
Release of Formaldehyde
Thermal Conductivity
Reaction to Fire Classification

Janka Hardness

GRADING

HARDWOOD FLOORING
TECHNICAL DATA SHEET

Bond
China

Yes
(Full documentation available)

Yes
(Full documentation available)

Length +/-0.2mm
Width +/- 0.2mm
Thickness +/-0.3mm
Wear Layer +/-0.3mm
Yes

E1

0.16w/mk

DFL-S1

1360 Ib/f(BO0ON)

Check grading description on our website
www.brooksfloor.co.uk/whywood.php.

INSTALLATION

Laying a wooden floor requires expert, trade or proficient DIY skills.
As well as a full range of installation products (including underlays,
adhesive and trims), Brooksfloor also offer installation advice
(further information at: www.brooksfloor.co.uk/installation.php).
If you're not sure about any aspect of the work please contact us.

MAINTENANCE

A simple vacuum, sweep or dry mop is all that's needed to clean
day-to-day dust and loose dirt. For a more intensive ‘refresher’
clean, we recommended after-care cleaning/maintenance products.
As 80% of dirt comes from outside, we suggest placing sturdy
doormats and rugs at entry points and use furniture pads under
chairlegs and heavy furniture. For further advice on maintaining
your floor and available products go to
www.brooksfloor.co.uk/maintenance.php

This technical data sheet was written by Brooksfloor and, at the time of writing
and publication, all the detail was correctly specified. The company reserves
the right to change the specifications of this product at any time without prior
notice to third parties. © The photograph included is as close a representation
of the floor featured as printand media techniques allow and is copyright.
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